
Skids That Go the Distance 

Z-SKIDS

GOOD EARTH TOOLS

Day-to-day use isn’t kind to typical ground-engaging skids. 
Asphalt, granite, gravel, sand, and dirt can grind down 
surfaces and grind your mowing operation to a halt. Worse, 
if wear reaches the pivot box, you’re left with serious safety 
risks and costly rebuilds.

18x Longer Wear Life 
Z-Skids last up to 18 times longer than OEM skids

Significant Cost Savings 
Save $2,000 per machine over 5 years

Custom Fit for All Mowers 
Compatible with all manufacturers and deck sizes

Boost Productivity 
Consistent cutting & less downtime

Add up the benefits of Z-Skids’ stronger construction and 
longer operating life, and you get increased productivity, 
stronger safety and more consistent cutting, with far less 
downtime and unnecessary cost.

PRODUCT OVERVIEW

•	 Protect mowers by putting a solid 
tungsten carbide barrier between 
the ground and the mower

•	 Simplify pre-operational 
inspections: a quick visual and 
operators can get in and go

•	 Total cost savings over five-year 
period: $2,000+ per machine

•	 OEM skids can be upgraded to a 
100% fabricated Z-Skid
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MoDOT’s mowers, particularly the skids, face harsh conditions from gravel, 
sand, asphalt, concrete, and dirt, necessitating frequent replacements 
and maintenance multiple times per cutting season. Traditional steel skids 
wear out quickly, leading to significant downtime and labor costs.

The Missouri Department 
of Transportation (MoDOT) 
maintains roadways and 
infrastructure across Missouri. 
They have been working 
with Good Earth Tools, Inc., a 
local Festus, Missouri-based 
vendor, since April 2019. 
This case study highlights 
their collaboration to solve 
maintenance challenges with 
mower deck skids.

“�Our Z-Skid Mowers 
are still going strong 
after 5+ seasons with 
no failures and no 
replacements”

Good Earth Tools, Inc. applied solid tungsten carbide wear-proofing 
technology to the ground-contacting surfaces of the skids. The solution was 
first implemented on Alamo/Triumph Switchblade Sickle Mowers and later 
on John Deere, Bush Wacker, and Tiger mowers.

The carbide Z-Skid installed in May 2019 has been in continuous 
service, replacing the need for approximately 15 OEM steel skids. 
This innovation has resulted in substantial cost savings and reduced 
maintenance downtime.
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CASE STUDY

TOTAL SAVINGS OF 
$2,077.40 PER MOWER  
OVER FIVE YEARS WITH Z-SKID.

Solid tungsten carbide extends the life of skids 
significantly compared to OEM steel skids.
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